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Amendments to the Claims; 

This listing of claims will replace all prior versions, and listing, of claims in the 
application: 

Listing of Claims; 

Claims 1-123 (Cancelled) 

124. (New) A generally C-shaped clip with a muntin retainer extending therefrom for 
mounting a muntin bar between spaced parallel glazing panes of an integrated sash, 
comprising: 

an upper resilient finger; 

a lower resilient finger connected at only one end thereof to said upper 
resilient finger and extending generally perpendicularly from the upper resilient 
finger at said one end and then turning to become generally parallel with said upper 
resilient finger; 

the combination of said upper resilient finger and the generally 
perpendicular and generally parallel portions of said lower resilient finger forming 
a generally C-shaped cross section; 

an end of said upper resilient finger at the open end of said C-shaped cross 
section extending beyond the end of said lower resilient finger at said open end; 
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an end of said upper resilient finger at the closed end of said C-shaped cross 
section extending beyond the end of said lower resilient finger that is connected to 
said upper resilient finger; and 

a muntin retainer projecting from an upper surface of said upper resilient 
finger at a substantially 90° angle. 

125. (New) A clip in accordance with claim 124 mounted in a channel of a 
spacing and mounting structure located between said spaced parallel glazing panes. 

126. (New) A clip in accordance with claim 125, wherein an end of said lower 
resilient finger at the open end of said C-shaped cross section is configured to 
resiliently couple to a portion of said channel. 

127. (New) A clip in accordance with claim 125 wherein: 

said channel is located between generally parallel glazing legs of said 
spacing and mounting structure; and 

the ends of said upper resilient finger that extend beyond the ends of said 
lower resilient finger at said open and closed ends overlap top edges of said glazing 
legs. 
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128. (New) A clip in accordance with claim 124 wherein said lower resilient 
finger is configured to flex upon insertion between glazing legs of a spacing and 
movinting structure provided between said spaced parallel glazing panes and retain 
the clip between said glazing legs. 

129. (New) A clip in accordance with claim 124 wherein at least one of said 
upper and lower resilient fingers is adapted to align said muntin retainer in parallel 
with said spaced parallel glazing panes. 

130. (New) A clip in accordance with claim 124 wherein: 

said spaced parallel glazing panes are mounted to a spacing and mounting 
structure located therebetween; and 

an end of said lower resilient finger at the open end of said C-shaped cross 
section is configured to couple to a locating notch formed in said spacing and 
mounting structure. 

131. (New) A clip in accordance with claim 1 24 wherein said lower resilient 
finger is configured to snap-fit between glazing legs of a spacing and mounting 
structure provided between said spaced parallel glazing panes and retain the clip 
between said glazing legs. 
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132. (New) A clip in accordance with claim 124 wherein said upper resilient 
finger is configured to snap-fit to a spacing and mounting structure provided 
between said spaced parallel glazing panes. 

133. (New) A clip in accordance with claim 124 wherein said upper and lower 
resilient fingers are integral 

134. (New) A clip in accordance with claim 133 wherein said upper and lower 
resilient fingers are one piece. 



